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Abstract. With the advances of x-ray excitable nanophosphors, x-ray luminescence computed tomography
(XLCT) has become a promising hybrid imaging modality. In particular, a cone-beam XLCT (CB-XLCT) system
has demonstrated its potential in in vivo imaging with the advantage of fast imaging speed over other XLCT
systems. Currently, the imaging models of most XLCT systems assume that nanophosphors emit light
based on the intensity distribution of x-ray within the object, not completely reflecting the nature of the x-ray
excitation process. To improve the imaging quality of CB-XLCT, an imaging model that adopts an excitation
model of nanophosphors based on x-ray absorption dosage is proposed in this study. To solve the ill-posed
inverse problem, a reconstruction algorithm that combines the adaptive Tikhonov regularization method with
the imaging model is implemented for CB-XLCT reconstruction. Numerical simulations and phantom experi-
ments indicate that compared with the traditional forward model based on x-ray intensity, the proposed
dose-based model could improve the image quality of CB-XLCT significantly in terms of target shape, locali-
zation accuracy, and image contrast. In addition, the proposed model behaves better in distinguishing closer
targets, demonstrating its advantage in improving spatial resolution. © 2018 Society of Photo-Optical Instrumentation Engineers

(SPIE) [DOI: 10.1117/1.JBO.23.2.026006]
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1 Introduction
With the advances of x-ray excitable nanophosphors, x-ray
luminescence computed tomography (XLCT) has attracted
more attention for its promising performance.1–3 In XLCT,
x-ray excitable nanophosphors are used as imaging probes
and emit visible or near-infrared (NIR) light when irradiated
by x-rays. By solving an inverse problem using an appropriate
imaging model of x-ray and photon transport, the three-dimen-
sional (3-D) distribution of the nanophosphors in the imaged
object can be resolved. Compared with traditional bio-optical
imaging modalities, such as bioluminescence tomography4,5

and fluorescence molecular tomography,6,7 XLCT can achieve
higher sensitivity as well as higher spatial resolution due to
the high penetrability/collimation of x-rays in biological tissues
and the avoidance of autofluorescence during luminescent
imaging.1–3 As a hybrid x-ray CT/optical imaging modality,
XLCT has become a promising imaging technique for funda-
mental research, drug development, and clinical studies.8–13

After the first demonstration of XLCT,1–3 continuous studies
have been devoted to improvements of its imaging performance
and various XLCT imaging systems have been proposed.14–22

Among them, a narrow-beam XLCT system could provide
the highest spatial resolution; however, the imaging time
seems incredibly long due to the complicated data acquisition
mode.14–16 To reduce the scan time, a cone-beam XLCT
(CB-XLCT) imaging system was recently implemented by
Chen et al.17–19 and then applied to small animal imaging
by Liu et al.20 Compared with the narrow-beam XLCT,
CB-XLCT could speed up imaging significantly at the cost of

spatial resolution.21 To improve the reconstruction quality of
CB-XLCT, Liu et al.20,21 combined a compressive sensing
(CS) technique with wavelet transform to improve tomographic
images reconstructed from single-view data. Zhang et al.22

further proposed a self-adaptive Bayesian method for CB-
XLCT reconstruction and validated its superiority with numeri-
cal simulations and mouse experiments.

Currently, the imaging model of most XLCT systems is
based on the assumption that nanophosphors emit light based
on the intensity distribution of x-rays within the object,16–22

which can be estimated by the Lambert–Beer law. Considering
the complicated energy transfer from x-ray photons to electrons
and luminescence centers of phosphors, the assumption may not
reflect the nature of the x-ray excitation process accurately.3

Previous studies have indicated that optical luminescence of
nanophosphors excited by x-rays depends more on x-ray
dosage, instead of x-ray intensity.23–25 Based on the assumption
that optical source intensity was proportional to the x-ray
dosage and the concentration of phosphors, Li et al.15 proposed
a reconstruction algorithm for the narrow-beam XLCT in which
the position of narrow-beam x-rays was used as excitation
priors, and they validated the algorithm with numerical simula-
tions. This suggests that a forward model based on x-ray
absorption dosage may better reflect the energy-related excita-
tion process of nanophosphors. However, for cone-beam XLCT
imaging, all nanophosphors in a 3-D region can be excited
simultaneously when irradiated by x-rays. The excitation priors
used in the narrow-beam XLCT reconstruction were not valid
any more.

In this paper, we first propose a forward model based on
x-ray absorption dosage for CB-XLCT imaging. Based on
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the x-ray absorption dose distribution estimated from the attenu-
ation map of the imaged object by the widely used GATE pack-
age,26,27 a reconstruction algorithm that combines the adaptive
Tikhonov regularization method (ADAPTIK) with the imaging
model is implemented. To validate the proposed model and
algorithm, numerical simulations and phantom experiments are
performed and CB-XLCT images reconstructed using different
models are evaluated quantitatively.

2 Theory

2.1 Forward Model of X-Ray Luminescence
Computed Tomography

In XLCT imaging, x-rays emitted by the x-ray source travel
through the biological tissues and provide an excitation field
inside the imaging object. Currently, the excitation field of
most XLCT systems is derived from the intensity distribution
of the x-rays within the object, which can be given by the
Lambert–Beer law20,21

EQ-TARGET;temp:intralink-;e001;63;540XðrÞ ¼ Xðr0Þ exp
�
−
Z

r

r0

μðτÞdτ
�
; (1)

where Xðr0Þ is the intensity of x-rays at the initial position of
r0, and μðτÞ represents the x-ray attenuation coefficient at
position τ.

For XLCT imaging, when irradiated by x-rays, nanophos-
phors inside the object can emit visible or NIR light. Based on
previous studies,21,22 the number of optical photons emitted by
nanophosphors can be expressed as

EQ-TARGET;temp:intralink-;e002;63;418SðrÞ ¼ εXðrÞnðrÞ; (2)

where SðrÞ is the light emitted [W∕cm3], nðrÞ is the concentra-
tion of nanophosphors [mg∕ml], ε is the light yield [cm3∕mg],
and XðrÞ is the intensity of x-rays at position r [W∕cm3].

As we know, x-ray luminescence (XL) has been well char-
acterized for bulk inorganic scintillators.23 Briefly, the scintilla-
tor can be defined as a wavelength shifter. It converts an x-ray
photon of high energy into a number of photons of much lower
energy in the visible or near visible range, which can be easily
detected with sensitive photo detectors, such as an electron-
multiplying charge-coupled device (EMCCD) camera. Based
on a previous study,22 the light yield Y of the scintillation
can be given by the following formulation:

EQ-TARGET;temp:intralink-;e003;63;255Y ¼ Eγ

Eg
· T · Q; (3)

where Eγ is the absorbed energy, Eg is the mean energy neces-
sary for the formation of one thermalized electron, T is the
efficiency of the energy transfer from thermalized pairs to the
excited states of luminescent centers, and Q is the quantum
yield of the intracenter luminescence.

The above x-ray luminescence theory suggests that the exci-
tation field of nanophosphors depends more on the absorbed
energy, which could be reflected by x-ray absorbed dose, includ-
ing those induced by scattering x-rays. By assuming the number
of optical photons emitted, which is proportional to the absorbed
dosage of the x-rays and the concentration of nanophosphors in
the object, we propose a dosage-based excitation model as
below

EQ-TARGET;temp:intralink-;e004;326;752SðrÞ ¼ ΓXdðrÞnðrÞ: (4)

Here, SðrÞ and nðrÞ are the same as those defined in Eq. (2).
Γ is defined as an energy-emission efficiency parameter with
the unit of W∕ðGymgÞ, and XdðrÞ represents absorbed x-ray
dose at position r [Gy].

Considering the high scattering and low absorption of the
visible and NIR light in biological tissues, the propagation
model of the emitted light in biological tissues can then be
established by the diffusion equation (DE)22

EQ-TARGET;temp:intralink-;e005;326;642 − ∇ · ½DðrÞ∇ΦðrÞ� þ μaðrÞΦðrÞ ¼ SðrÞðr ∈ ΩÞ; (5)

where Ω is the image domain, ΦðrÞ is the photon fluence, and
μaðrÞ is a absorption coefficient. DðrÞ represents a diffusion
coefficient that can be calculated by DðrÞ ¼ 1∕½3ðμ 0

sðrÞ þ
μaðrÞ� in which μ 0

sðrÞ is a reduced scattering coefficient.
To solve the diffusion Eq. (5), Robin boundary conditions are

usually applied as below:28,29

EQ-TARGET;temp:intralink-;e006;326;545ΦðrÞ þ 2κDðrÞ½ν∇ΦðrÞ� ¼ 0ðr ∈ ∂ΩÞ; (6)

where ∂Ω represents the boundary of Ω, κ is a boundary
mismatch parameter, and ν represents the outward unit normal
vector on the boundary. This assumes that for a nonscattering
medium surrounding Ω, no diffuse surface reflection at ∂Ω
occurs.

With the finite-element method (FEM), Eqs. (5) and (6) can
be discretized into a matrix equation as

EQ-TARGET;temp:intralink-;e007;326;437AΦ ¼ ΓFN; (7)

with
EQ-TARGET;temp:intralink-;e008;326;395

aij ¼
Z
Ω
½DðrÞ∇ψ iðrÞ∇ψ jðrÞ þ μaðrÞψ iðrÞψ jðrÞ�dr

þ 1

2κ

Z
∂Ω

DðrÞψ iðrÞψ jðrÞdr; (8)

EQ-TARGET;temp:intralink-;e009;326;329fij ¼
Z
Ω
XdðrÞψ iðrÞψ jðrÞdr; (9)

where N is the distribution vector of nanophosphors and aij and
fij are the elements of matrix A and F, respectively. ψ iðrÞ and
ψ jðrÞ are the corresponding elements of discretized geometrical
meshes of the imaging domain, and XdðrÞ is the x-ray dose
absorbed at position r.

Since the matrix A is positive definite, Eq. (7) can be further
recast into

EQ-TARGET;temp:intralink-;e010;326;214Φ ¼ MN; (10)

where M ¼ ΓA−1F and Φ represents the distribution vector of
photon fluence. For optical tomography, only intensity values of
Φ on the object surface could be measured; then, Eq. (10)
becomes

EQ-TARGET;temp:intralink-;e011;326;139Φmeas ¼ WN; (11)

where Φmeas is the vector of photon fluence acquired on the
object surface and W consists of rows of the weight matrix
M corresponding to surface measurements. W describes the
forward model of the XLCT imaging and was acquired by
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the COMSOL Multiphysics 3.3 (COMSOL, Inc., Burlington,
Massachusetts) in this study. During phantom simulations
and experiments, the geometric model of each phantom was
first established, and then the imaging domain was discretized
into finite-element meshes. For the intensity-based forward
model, the intensity distribution of x-ray calculated by the
Lambert–Beer law was input as the excitation field. For the
dose-based forward model, the dose distribution of x-ray was
estimated by Monte Carlo simulation package GATE and then
input as the excitation field.

2.2 Image Reconstruction of Cone-Beam X-Ray
Luminescence Computed Tomography

The goal of the XLCT reconstruction is to estimate the
nanophosphor distribution N from Φmeas. Cone-beam XLCT
reconstruction is a severe ill-posed problem in which the solu-
tion is usually underdetermined and noise-sensitive. To alleviate
the problem, the ADAPTIK is adopted in this study.30

The solution to Eq. (11) with the ADAPTIK method is
given by

EQ-TARGET;temp:intralink-;e012;63;524N ¼ ½WTW þ trðWTWÞΛ�−1WTΦmeas; (12)

where trðÞ denotes the trace of a matrix, and Λ is a diagonal
matrix composed of spatially varying regularization parameters
as

EQ-TARGET;temp:intralink-;e013;63;460

Λ ¼

8>><
>>:

αið1Þ · · · 0

..

. . .
. ..

.

0 · · · αiðrÞ

9>>=
>>;
: (13)

Each element αiðrÞ of Λ is a spatially varying regularization
parameter that is adaptively updated based on the results of the
previous iteration.

The principle of the ADAPTIK method is to spatially penal-
ize different voxels of the reconstructed image using adaptively
updated regularization parameters. With the spatially varying
regularization, the region with fluorescent probe could be pre-
served and the background would be smoothed. In the process
of reconstruction, a threshold αstop is used to avoid unstable
solutions caused by too small regularization parameters αiðrÞ.
Please refer to Ref. 30 for a detailed description of the
ADAPTIK method and parameter settings.

3 Experimental Design
Numerical simulations and phantom experiments were per-
formed to evaluate the performance of the proposed forward
model on CB-XLCT reconstructions. As an essential step before
reconstruction, the x-ray dose distribution within the imaged
object was first estimated by GATE. Then all XLCT images
were reconstructed by the ADAPTIK algorithm. For compari-
son, the traditional forward model based on the x-ray intensity
was also used. Considering the tradeoff between imaging quality
and reconstruction time, in this study, the stopping criterion αstop
was set as 10−8 and the number of iterations was set as 8 for all
numerical simulations and phantom experiments, as suggested
in Ref. 30.

3.1 Numerical Simulations

Numerical simulations using two different phantoms were per-
formed to validate the proposed CB-XLCT excitation model
based on x-ray absorbed dosage. One was a simple phantom
with a target positioned at different depths in a cylinder tank,
which was used to evaluate the effect of target position on the
proposed model. Another employed a complicated Digimouse
phantom to make the simulations more realistic.

3.1.1 Simulations with a cylinder phantom

The cylinder phantom was composed of a large cylinder
tank (3.0 cm in diameter and 2.3 cm in height) and a small
tube (4 mm in diameter and 4 mm in height) filled with
Y2O3∶Eu3þ, which was placed inside the cylinder as a target,
as shown in Fig. 1. The tank was filled with a mixture of water
and Intralipid and the optical properties were set as μa ¼
0.03 cm−1 and μ 0

s ¼ 10 cm−1. In this study, the optical proper-
ties of the tank phantom were obtained from Refs. 21 and 31 not
measured from x-ray excitation.

To evaluate the influence of target position on the proposed
model, numerical simulations were performed with the target
tube in Fig. 1 positioned at different depths of 15, 11, and 7 mm
(the distance between the tube center and the outer surface of
the cylinder).

3.1.2 Simulation with a Digimouse

To test the performance of the proposed model with a more
realistic phantom, a Digimouse phantom was implemented and
used for simulations. As shown in Fig. 2(a), the 3-D Digimouse
model consists of different parts including the heart, liver,
spleen, lung, bone, and stomach.6,7 Two cylindrical tubes
(4 mm in diameter and 4 mm in height) filled with Y2O3∶Eu3þ
(density: 7.4 g∕ml) were placed in the liver as targets. Figure 2(b)
shows the 3-D locations of the two targets, and Fig. 2(c) shows
a representative slice across the targets. The edge-to-edge distance
between the two targets was 6 mm. A heterogeneous digital
model was constructed by assigning adequate optical properties
to the segmented organs. Please refer to Ref. 7 for a detailed
description on the model and related parameters.

3.1.3 Simulation settings

For phantom simulations, the imaging model is discretized into
2695 nodes and 12,285 tetrahedral elements in a 3-D region

Fig. 1 The cylinder phantom used in simulation studies. (a) A 3-D
view of the phantom and (b) the overhead view of the phantom.
The depth is defined as the distance from the target center to the
outer surface of the cylinder.
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of 3.0 × 3.0 × 2.3 cm3, and, for the Digimouse simulation,
the imaging model is discretized into 6827 nodes and 32,610
tetrahedral elements in a 3-D region of 2.0 × 3.0 × 2.5 cm3.

To make the results comparable with phantom experiments,
in all numerical simulations, the distance from the x-ray source
to the rotation center of the imaging system was set as 26.3 cm,
and the EMCCD camera was positioned perpendicularly to the
x-ray source-detector axis, with a distance of 45 cm between
the CCD center and the rotation center. The voltage and
current of the cone beam x-ray source were set as 50 kVp and
0.5 mA, respectively. The simulated projection was obtained
every 15 deg during a 360-deg scan.

After optical luminescence was obtained at different angles,
white Gaussian noise was added into all projections with a
zero-mean and signal-to-noise ratio of 30 DB to simulate noisy
measurements.22 Then the ADAPTIK method was used to
reconstruct nanoparticle distribution inside the phantom, with
the proposed x-ray dosage model and the x-ray intensity
model, respectively.

3.2 Phantom Experiments

To further validate the proposed dose-based model and
reconstruction method with real luminescence measurements,
a series of phantom experiments were performed using a
custom-developed CB-XLCT system, based on observations
from simulation studies.

3.2.1 Cone-beam x-ray luminescence computed
tomography imaging system

Figure 3 gives a schematic diagram of the CB-XLCT system
used in this study. The system includes a microfocus x-ray
source (SB-80-500, New York), a rotation stage, an EMCCD
camera (iXon DU-897, Andor, United Kingdom) for optical
imaging, and a flat-panel x-ray detector (2923, Dexela, United
Kingdom) for high-resolution CT imaging. The maximum volt-
age of the x-ray source is 80 kVp with the maximum power of
80 W, and the distance from the x-ray source to the rotation
center of the imaging system was 26.3 cm. The EMCCD camera
coupled with a Nikon 50-mm f∕1.8D lens was positioned
at 90 deg toward the x-ray source-detector axis, with a distance
of 45 cm to the rotation center. The minimum cooling temper-
ature of the EMCCD camera is −80 deg, which can effectively
reduce the dark noise. During the luminescence imaging,
the system was enclosed in a light-tight environment to avoid
outside light.

3.2.2 Phantom configuration

The configuration of the physical phantom used in imaging
experiments is shown in Fig. 4. A glass cylinder (3.0 cm in
diameter, 4.0 cm in height) containing a mixture of water
and Intralipid was fixed on the rotation stage. Two small glass
tubes (3 mm in diameter) filled with Y2O3∶Eu3þ of a density of
7.4 g∕ml were symmetrically placed in the cylinder to simulate

Fig. 2 (a) The 3-D Digimouse model used for simulation studies, (b) a 3-D locations of the two targets,
and (c) a slice of the simulation model corresponding to the blue line in (a).

Fig. 3 The schematic diagram of the CB-XLCT system.
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two targets. The edge-to-edge distance between the two tubes
was 6.3 mm, as shown in Figs. 4(a)–4(b).

To further evaluate the performance of the proposed method
on spatial resolution, two additional phantom experiments
were performed, by setting the edge-to-edge distance between
the two targets as 2.5 and 1.5 mm, respectively, as shown in
Figs. 4(c)–4(d).

During imaging experiments, the voltage and current of the
x-ray source were set as 50 kVp and 0.5 mA, respectively. The
phantom was rotated from 0 deg to 360 deg and the optical
images were obtained every 15 deg by the EMCCD camera.
The exposure time of the EMCCD camera was set as 1 s.

3.2.3 X-ray CT reconstruction

After XLCT imaging, the structural information of the phantoms
was also acquired with the developed system, such as a conven-
tional micro-CT (X-CT). The flat-panel detector was positioned
at a distance of 62 cm to the rotation center, and the projections
were acquired with an angular increment of 1 deg. The voltage
and current of the x-ray source were set as 50 kVp and 0.5 mA,
respectively, and the acquisition time for each projection
was 600 ms. The Feldkamp–Davis–Kress (FDK) algorithm
was used for CT reconstruction.32,33 With the attenuation maps
obtained by x-CT, experimental conditions were simulated
with GATE to estimate x-ray dose distribution for digital and
phantom experiments.

3.3 X-Ray Dose Estimation Using GATE

In our study, the forward model of XLCT is established based on
the dose distribution of x-rays within the imaged object. For
the light excitation and acquisition process at each projection
of CB-XLCT imaging, the x-ray dose distribution was estimated
by GATE V7.1, with the consideration of x-ray scattering and
absorbing in the object. Since x-ray scattering can be incoherent
(Compton scattering) or coherent (Rayleigh scattering), both
types of scattering were included during the estimation.

For accurate estimation of x-ray dose distribution, the poly-
energetic property of x-rays for different tube voltages was
considered by the simulation package available on the website34

based on the known tungsten anode of the x-ray tube, as shown
in Fig. 5. In our experiments, the energy spectrum of 50 kVp
was used in GATE for dose estimation.

3.4 Quantitative Evaluation of X-Ray Luminescence
Computed Tomography Projections and
Reconstructed Images

To evaluate the accuracy of the proposed forward model, the
normalized mean square error (NMSE) of the measured and
predicted projections was calculated as below

EQ-TARGET;temp:intralink-;e014;326;304NMSE ¼ ky1 − y2k22
ky1k22

; (14)

where y1 and y2 denote the EMCCD measurements and the
projection predicted by the forward model at a fixed view,
respectively.

The quality of reconstructed CB-XLCT images was evalu-
ated quantitatively by several indexes including the location
error (LE), dice similarity coefficient (DICE), and contrast-to-
noise ratio (CNR).35

LE evaluates the localization accuracy of the reconstructed
target, which is defined as the Euclidean distance error between
the centers of true and reconstructed targets

EQ-TARGET;temp:intralink-;e015;326;148LE ¼ kLr − Ltk2; (15)

where Lr and Lt denote the centers of the reconstructed and true
targets, respectively.

DICE reflects the similarity of the true and reconstructed
targets and can be calculated by

Fig. 4 The physical phantom used in imaging experiments. (a) An x-ray projection of the phantom. The
region between two red lines is used for reconstruction in this study. (b)–(d) CT slices of the phantom,
corresponding to the position indicated by the blue line in (a), with different edge-to-edge distance
between the two targets, (b) 6.3 mm, (c) 2.5 mm, and (d) 1.5 mm, respectively.

Fig. 5 X-ray photon energy spectra used in GATE simulations
(the red line: x-ray spectrum of 40 kVp, blue line: 50 kVp, and
green line: 60 kVp).
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EQ-TARGET;temp:intralink-;e016;63;549DICE ¼ 2jROIr ∩ ROItj
jROIrj þ jROItj

; (16)

where ROIt and ROIr denote the regions of true and recon-
structed targets, respectively, and j · j defines the number of
voxels in a region.

CNR is used for quantitative evaluation of noise and artifacts
in reconstructed images, as shown below:

EQ-TARGET;temp:intralink-;e017;63;458CNR ¼ jμROI − μBCKj
ðwROIσ

2
ROI þ wBCKσ

2
BCKÞ1∕2

; (17)

where ROI and BCK denote the target and background regions
of the imaged object, respectively, wROI and wBCK are the
weighting factors determined by the relative volumes of the
target and background, respectively, μROI and μBCK are the mean
intensity values of the ROI and BCK, respectively, and σ2ROI and
σ2BCK represent the variances of the ROI and BCK, respectively.

4 Results

4.1 Comparison of Different Forward Models

In GATE simulations, the total number of x-ray photons in
each projection was set to 108. The distributions of the x-rays

intensity and x-ray dosage within the imaged object are shown
in Fig. 6, with the target positioned at a depth of 15 mm. Please
note that the x-ray intensity distribution was estimated by
the Lambert–Beer law based on uniform assumption. From
five representative projection views, it can be observed that
x-ray intensity decreased along the traveling path. However,
due to high attenuation of nanophosphors, high absorption
dose regions could be found in areas where nanophosphors
were located. In contrast, the dose in other regions was relatively
low. This indicates that, compared with x-ray intensity, the dose
distribution better reflects x-ray energy absorbed in the imaged
object.

Theoretical analysis given in Sec. 2.1 indicates that the major
difference between the intensity-based model and the proposed
dose-based model is in the calculation of SðrÞ. For the nano-
phosphors used in this study, Γ and ε were usually set as
constants.3,22 The difference between two forward models was,
therefore, caused by the difference between XdðrÞ and XðrÞ.

To evaluate the forward models, projections generated with
different forward models were compared with CCD measure-
ments acquired in the phantom experiment shown in Fig. 4(a).
X-ray intensity distribution or dose map at each angle was
estimated and used as the excitation field, as shown in Fig. 7,
to generate a predicted projection. Figures 8(a)–8(c) give five
representative views of CCD measurements and projections

Fig. 6 X-ray intensity and dose distributions for different projection views. (a) X-ray intensity distribution
in the object and (b) x-ray dose maps with targets positioned at depths of 15 mm.

Fig. 7 X-ray intensity and dose distributions of the experimental phantom for different projection views.
(a) X-ray intensity distributions within the object and (b) x-ray dose distributions within the object.
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predicted with different forward models. The corresponding
luminescence profiles along the red lines shown in Fig. 8 are
given in Fig. 9. It indicates that, compared with the intensity-
based model, projections generated by the dose-based forward
model agree better with CCD measurements in all given angles.

Table 1 summarizes the NMSE between the measurements
and model predictions for five representative views and average
NMSE values of all 24 luminescence projections. The quanti-
tative results are consistent with visual observations from
Figs. 8 and 9. It further confirms that the forward model

Fig. 8 Representative luminescence projections acquired at five different angles (0 deg, 45 deg, 90 deg,
135 deg, and 180 deg). (a) Measured by the EMCCD camera in the phantom experiment, (b) prediction
generated by the intensity-based model, and (c) prediction generated by the dose-based model.

Fig. 9 Luminescence profiles along the red line shown in Fig. 8 for the five representative excitation
angles (a) 0 deg, (b) 45 deg, (c) 90 deg, (d) 135 deg, and (e) 180 deg. a.u., arbitrary unit.

Table 1 Quantitative evaluation of the forward model.

Index Forward model 0 deg 45 deg 90 deg 135 deg 180 deg All angles

NMSE X-ray intensity-based model 0.19 0.18 0.23 0.16 0.15 0.21

X-ray dosage-based model 0.15 0.07 0.16 0.06 0.08 0.13
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based on x-ray absorbed dosage agrees better with the measure-
ments acquired by phantom experiments.

4.2 Numerical Simulations with Targets Positioned
at Different Depths

The XLCT tomographic images of the targets positioned at three
different depths were reconstructed using different forward
models, as shown in Fig. 10. It clearly indicates that compared
with the intensity-based model, the proposed model yielded
consistent and better reconstructions in terms of target shape
and localization accuracy at all tested depths.

Table 2 summarizes the quantitative evaluation of the recon-
structions using different forward models. For the target located
at three different depths, the proposed model yields higher Dice
and CNR with lower LE, indicating that, with the model based
on x-ray dosage, CB-XLCT reconstructions have been improved
significantly in terms of target shape, localization accuracy, and
image contrast, when compared with those reconstructed with
the x-ray intensity model.

4.3 Numerical Simulations with Digimouse

The performance of the proposed method was further evaluated
with the realistic Digimouse phantom. Tomographic XLCT
images reconstructed from simulated projections using different
forward models are shown in Fig. 11. It indicates that even for
the complicated Digimouse, the proposed model outperforms
the intensity-based model in terms of target shape and localiza-
tion accuracy.

Table 3 summarizes the quantitative evaluation on
Digimouse reconstruction using different models. The proposed
model yields higher dice and CNR with lower LE, confirming
that the dose-based model outperforms the intensity-based
model in terms of target shape, localization accuracy, and
image contrast.

4.4 Phantom Experiments with Two Targets

To test the performance of the proposed model and method on
real imaging system, phantom experiments were performed with
two targets positioned at an edge-to-edge distance of 6.3 mm.
Tomographic slices of the phantom reconstructed using two dif-
ferent forward models are shown in Fig. 12. The results indicate
that for real imaging experiments, the proposed dose-based
model still behaves better in shape recovery and location accu-
racy compared with the conventional intensity-based model.

Fig. 10 CB-XLCT reconstructions of targets positioned at different depths, (a)–(e) using the intensity-
based model and (b)–(f) the dose-based model. From top to bottom: the target positioned at depth of 15,
11, and 7 mm, respectively.

Table 2 Quantitative evaluation of reconstructed images for targets
positioned at different depths.

Target
depth/mm Indexes

X-ray intensity-
based model

X-ray dosage-
based model

15 LE (mm) 0.5 0.14

Dice 0.56 0.95

CNR 10.2 18

11 LE (mm) 0.8 0.2

Dice 0.68 0.93

CNR 12.5 17

7 LE (mm) 0.6 0.4

Dice 0.67 0.91

CNR 13.5 17.8
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Quantitative evaluation of the phantom reconstructions is
given in Table 4. The results indicate that, even in phantom
experiments, the proposed model still performs better in target
location, shape recovery, and image contrast when compared
with the conventional x-ray intensity model.

4.5 Phantom Experiments on Spatial Resolution

To evaluate the performance of the proposed model on improv-
ing spatial resolution, phantom experiments were performed by
placing two targets with an edge-to-edge distance of 6.3, 2.5,
and 1.5 mm, respectively. Figure 13 gives the images recon-
structed using different forward models. It indicates that, when
the intensity-based model was used, only targets with an edge-
to-edge distance of 6.3 mm could be separated. Targets with a
distance of 2.5 mm or less could not be distinguished effectively.
With the proposed dose-based model, however, even the closest
targets with a distance of 1.5 mm could be separated success-
fully, demonstrating its advantage in improving spatial resolu-
tion in real imaging experiments.

5 Discussion and Conclusions
In this study, a forward imaging model based on the x-ray
absorbed dosage has been proposed for CB-XLCT imaging.
Compared with the imaging model used in most XLCT systems,
which depends on the intensity distribution of x-rays within the
object, the proposed model could better reflect the complicated
energy transfer from x-ray photons to luminescence centers of
phosphors. CB-XLCT projections calculated with the proposed
forward model agree well with actual measurements acquired

Fig. 11 CB-XLCT reconstructions of the Digimouse phantom.
(a) Reconstructed slice and 3-D rendering using the intensity-
based model and (b) reconstructed slice and 3-D rendering using
the dose-based model.

Table 3 Quantitative evaluation on Digimouse reconstructions using
different models.

LE1 (mm) LE2 (mm) Dice CNR

X-ray intensity-based model 0.8 0.9 0.54 7.1

X-ray dosage-based model 0.2 0.3 0.92 8.9

Fig. 12 Tomographic images of the physical phantom reconstructed using different forward models.
(a) Using the intensity-based model and (b) with the proposed dose-based model.

Table 4 Quantitative analysis of the phantom experiments.

LE1 (mm) LE2 (mm) Dice CNR

X-ray intensity-based model 0.72 2.4 0.27 1.94

X-ray dosage-based model 0.24 0.4 0.81 4.83
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from phantom experiments, indicating that it could model
the imaging process of CB-XLCT more accurately.

Numerical simulations with a cylinder phantom and a
Digimouse, as well as phantom experiments, confirm the supe-
riority of the proposed model over the intensity-based model.
Quantitative evaluation on XLCT reconstructions using LE,
DICE, and CNR demonstrates that the proposed model outper-
forms the intensity-based model in location accuracy, shape
recovery, and image contrast of the luminescence targets. In
addition, the proposed model behaves quite better in distin-
guishing closer targets when compared with the conventional
x-ray intensity-based model, demonstrating its advantage in
improving spatial resolution. All these results clearly demon-
strate the power of the proposed dose-based model in improving
CB-XLCT reconstructions.

In this study, a density of 7.4 g∕ml target in solid state was
used mainly because the phosphor (Y2O3∶Eu3þ) used is insol-
uble in water, making it difficult to apply in in vivo experiments.
In addition, the density of 7.4 g∕ml is unrealistic in animal stud-
ies. Here, we use it in the phantom experiments to validate the
proposed model. Currently, we are working on water-soluble
nanophosphors such as NaGdF4∶Eu3þ.36 With improved lumi-
nous efficiency, CB-XLCT reconstruction for targets with low
concentrations such as 1 mg∕ml would be further studied with
the proposed model.

Acquiring x-ray dose distribution inside the imaging object is
an essential step in the proposed forward model and correspond-
ing reconstruction algorithm. Please note that the estimation of
x-ray absorbed dose only involves the energy spectrum of the
x-ray source and physical properties of the imaged object related
to x-rays, such as scattering and attenuation coefficients. No pri-
ors on target position and phosphor concentration are required
for x-ray dose estimation. Considering the hybrid imaging
capability of XLCT, the attenuation map of the imaged object
can be obtained by high-resolution X-CT imaging. Therefore,
for future in-vivo studies, it is expected that the x-ray dose dis-
tribution for the excitation process could be estimated accurately
by Monte Carlo simulation packages, such as GATE, based on
the simulation of experimental conditions such as x-ray source
configuration and the attenuation map of the imaging object,
which could be acquired by simultaneous X-CT imaging.

In this study, the dose distribution was estimated by the
widely used GATE package performed on a computer with

a 40-core processor of 2.5 GHz and 64 GB RAM. For each pro-
jection with a total number of x-ray photons of 108, the calcu-
lation time was 50 min. With multithread parallel computing, the
dose distributions of eight angles could be calculated simulta-
neously. Therefore, the total computational cost was 150 min
for dose estimation of 24 angles acquired in a XLCT scan,
while the computing time for x-ray intensity distribution was
95 s under the same measurement condition. However, the com-
putation loads for x-ray intensity distribution and dose estima-
tion would only affect the constructing time ofW in the forward
model, not the imaging and reconstruction time. In this study,
all XLCT images were reconstructed using the ADAPTIK algo-
rithm. With the same reconstruction parameters, such as stop-
ping criterion and iteration number, the reconstruction time
mainly depended on the size of W and Φmeas. For example,
the reconstruction time with the proposed method was 155 s,
while the reconstruction time with the traditional forward
model was 160 s for the phantom experiments with two targets,
when the stopping criterion αstop was set as 10−8 and the number
of iterations was set as 8. In addition to GATE, there are other
MC packages that could be used for x-ray dose estimation, such
as Geant4, Electron-Gamma-Shower, PENELOPE, etc.14,37 The
computational load could be further reduced by selecting an effi-
cient MC package and the use of graphic processing unit accel-
eration technology.

In this study, based on the proposed dose-based forward
model, the adaptive Tikhonov regularization method was
adopted for adaptive reconstruction of CB-XLCT imaging. To
further improve the image quality, statistical reconstruction
methods using regularizations, such as the Bayesian method
based on Gaussian Markov random field proposed by Zhang
et al.,22 total variance (TV) regularization,38 and Laplace regu-
larization,39 can be used or extended for CB-XLCT imaging.
The combination of the proposed model with regularized
reconstruction is under investigation.

In summary, we established a forward model based on x-ray
absorbed dosage for CB-XLCT imaging. The reconstruction
result of numerical simulations and phantom experiments indi-
cates that, compared with the traditional model based on x-ray
intensity, the proposed model can improve the quality of CB-
XLCT imaging significantly. There are several issues worth
further study. First, in this study, the phantom was scanned
twice to collect the x-ray transmission and luminescence data

Fig. 13 Tomographic images of the physical phantom reconstructed using different forward models, with
two targets placed at different distances. Upper row: using the intensity-based model, lower row: using
the dose-based model. The edge-to-edge distance of two targets is (a) 6.3 mm, (b) 2.5 mm, and
(c) 1.5 mm, respectively.
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separately. The imaging time could be further reduced and ana-
tomical variations between two scans could be alleviated if two
sets of data can be collected simultaneously. Second, the CB-
XLCT reconstruction for the target with low concentrations such
as 1 and 0.1 mg∕ml based on the proposed model could be fur-
ther studied. Finally, the feasibility of the proposed model has
been evaluated only with phantom experiments. In future stud-
ies, in vivo experiments will be performed for further validation
with the development of water-soluble nanophosphors.
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